


Side End Side End

NOTE:	A ll dimensions are in inches; dimensions and speci�cations are subject 
to change without notice. Please consult factory or check sample for 
veri�cation.

CEIlING CoMpATIBIlITY

Type G

For lay-in installation in exposed grid 
ceilings. Maximum tee widths of 1" and 
maximum tee heights of 2" allowed.

For hard ceiling applications order FK22 
�ange kit. Flange kit wires directly into 
concealed ceiling opening for a clean, 
�nished appearance.

DIMENSIoNAl DATA

FK22 Flange Kit

PHoToMETRIC DATA Test 12448 Test Date 4/28/03

ZoNAl LUMEN SUMMARY
Zone Lumens Lamp Fixt.
0-30 1262 22.1   31.9
0-40 2080 36.5   52.6
0-60 3589 63.0   90.7
0-90 3957 69.4 100.0
0-180 3957 69.4 100.0

RC 80 70 50 0
RW 70 50 30 10 70 50 30 10 50 30 10 0
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1 77 74 72 70 75 73 71 69 70 68 66 61
2 71 66 62 59 69 65 61 58 62 59 57 53
3 65 59 54 50 64 58 53 49 56 52 48 45
4 60 52 47 43 58 51 46 42 50 45 42 39
5 55 47 41 37 54 46 41 37 45 40 36 34
6 51 42 37 32 50 42 36 32 41 36 32 30
7 47 39 33 29 46 38 33 29 37 32 28 27
8 44 35 30 26 43 35 29 26 34 29 25 24
9 41 32 27 23 40 32 27 23 31 26 23 21
10 39 30 24 21 38 29 24 21 29 24 21 19

CoEffICIENTS of UTIlIzATIoN �%�

RCR = Room Cavity Ratio 
RC = Effective Ceiling Cavity Reflectance RW = Wall Reflectance

Luminaire 
P4D22-232U6G-LD33-E-PAF
P4D Parabolic
2' × 2' 2-Lamp with
3 × 3 Cell Semi-Specular 
Louver 

Ballast B232I120RH
Ballast Factor 0.88
Lamp F31T8U6
Lumens per Lamp 2850
Watts 59
Shielding Angle N/A
Spacing Criterion Along = 1.24  Across = 1.37

INDooR CANDElA PloT ENERGY DATA
Total Luminaire E�ciency 69.4%

Luminaire E�cacy Rating (LER) 59
IESNA RP-1-1993 Compliance Noncompliant
Comparative Yearly Lighting Energy 
Cost per 1000 Lumens

$4.07 based on 3000 hrs. 
and $0.08 per KWH

LUMINAIRE DATA

EXTRACT AIR DATA Report AL-526-1.1

AVG. LUMINANCE �Candela/Sq. M.�
0.0 22.5 45.0 67.5 90.0
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0 5461 5461 5461 5461 5461
30 5201 5493 5977 6063 6100
40 5059 5528 5588 5630 5876
45 4932 5455 5320 5656 5847
50 4784 5205 5149 5172 5376
55 4630 4810 4680 4568 4953
60 4337 4231 3904 3911 4238
65 3533 3197 2785 2196 2044
70 1227 1414 1164 551 416
75 412 412 330 275 261
80 246 246 225 184 164
85 163 163 163 122 82

1�4" Di�user
Mtg. K.O.

Negative
Static
Pressure

- 
Inches
of
Water

R1 - Air Return thru One Side Passage	 E - Heat Extract thru Lamp Compartment
R2 - Air Return thru Two Side Passages	 ER2 - Thru Both Sides and Lamp Compartment

Flange kit rough in dimensions for single unit only: 243/�" × 243/�"

For �anged �xtures in 
row con�gurations, the 
FKCR adapter bracket kit 
is required in addition to 
the FK22 kit. Order one 
less FKCR than the total 
number of �xtures in row.             
(Example: Row of two, order 
(2) FK22 & (1) FKCR)

Row cut out dimensions using FK22s & FKCR adapters: 
Width 243/�", Length [24"x(# in row)]+3/�". Example: (24"x2)+3/�" = 483/�"

FKCR
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2" x 3"
F-Cap Hole

3�16" High Embossed
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P4D22�2
2' ×  2' Parabolic / 2 Lamps
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